!, Q"“’tf '78)0:3“---.:5'*
LA-UR -78-2602 MASTER

TITLE: AN ANALYSIS OF TERMINATED TOP ACCIDENTS IN THE FTR
USING THE LOS ALAMOS FAILURE MODEL

AUTHOR(S): peter K. Mast
James H. Scott

SUBMITTED TQ: International Meeting on Nuclear Power
Reactor Safety
Topical Meeting
October 16-19, 1978
Brussels, Belgium

—— NOTICE —— ——=— —
This report was prepaed as an ;ccoun.lu( work
spunsored by the Untted States Guvernment. Newher the
United States not the United Stater Depatiment uf!
nergy, not ary of theu employees, not any of thew

: v ey |
contractofr, subcontractars, ot ther employres, ma |
any warraity, express ot wnphie , or assumes any legal

\ Lahility or responsiehity for the avcutacy .

ot usealness of any 1iturmation, apparatys, product o
process disclosed, ot represents that its use would not }
infringe povately owned nghts .

campleteness l

By acceptance of this article, the publisher re-
cognizes that the U.S. Government retains a non-
exclusive, royalty-free license to publish or repro-

/ duce the published form of this contribution, or to
allovr others to do so, for U.S. Government
purposes.

' ) The Los Alamos Scientific Laboratory requests that
the publisher identify thisarticle as work performed

under the auspices of the Department of Energy.

[ L

los alamos
oscientific laboratory

of the University of California
LOS ALAMOS, NEW MEXICO 87845 ‘(_)

An Aftirmative Action/Equal Opportunity Employer DISTRILU L Iu L 1. b DOCLMENT IS UNLLUTED

Foun No. 836 K2

?;7 sNo. 2629 ‘ DEPARTMENT OF ENERGY

CONTRACT W-7405-ENG. 36


About This Report
This official electronic version was created by scanning the best available paper or microfiche copy of the original report at a 300 dpi resolution.  Original color illustrations appear as black and white images.



For additional information or comments, contact: 



Library Without Walls Project 

Los Alamos National Laboratory Research Library

Los Alamos, NM 87544 

Phone: (505)667-4448 

E-mail: lwwp@lanl.gov


AN ANALYSIS OF TOP ACCIDENTS IN THE FTR
USING THE LOS ALAMOS FAILURE MODEL*

by
Peter K. Mast and James H. Scott

Energy Division
Los Alamos Scientific Laboratory
University of California
P. 0. Box 1663
Los Alamos, New Mexico 87545 USA

ABSTRACT

A new fuel pin failure model (the Los Alamos Failure Model),
based on a linear life fraction rule failure criterion, has been
developed and is reported herein. Excellent agreement between cal-
culated and observed failure time and location has been obtained
for a number of TOP TREAT tests. Because of the nature of the
failure criterion used, the code has also been used to investigate
the extent of cladding damage incurred in terminated as well as
unterminated TOP transients in the FTR.

I. INTRODUCTION

The time and axial location of fuel pin failure, together with the sub-
sequent postfailure-fuel-dispersal phenomena, greatly influence the further
course of a transient-over-power (TOP) accident. To assess the potential im-
pact of such an accident, computationa® tools must be available to predict
this transient fuel pin behavior. For this purpose the Los Alamos Failure
Modei* (LAFM) has been developed using a 1linear life fraction rule? as a
failure criterion. To test the reliability of the LAFM code, several TOP
TREAT tests3’4 have been analyzed. The results of these analyses, summa-
rized in Table I, have shown excellent agreement between measured and pre-
dicted failure times and locations. Hence, the LAFM code is a valuable new
tool which can be used in the analysis of fuel pin failure experiments. This
paper presents a summary description of the LAFM medel along with the results
of a series of calculations that have been done to investigate TOP accidents

in the fast test reactor (FTR). Both terminated and unterminated transients

have been considered. As will be shown, there are several unique features of
the LAFM code that make it ideally suited for this type of analvsis.

*Jork performed under the auspices of the United States Nuclear Regulatory
Commission.



II. LAFM DESCRIPTION

The LAFM model considers the following mechanisms which are thought to
be most important in contributing to fuel pin failure during a TOP accident:

1. fuel-cladding differential thermal expansion,

2. pin pressurization due to transient fission gas release,

3. fission-gas-induced fuel swelling,

4. cladding thermal stress, and

5. cladding melting. ,
Previous work5 has shown that fuel vapor pressure 1is unimportant in causing
failure for the range bf TOP initiating ramp rates that realistically could be
expected in the FTR (especially in irradiated pins). 1In addition, recent
studies6 have shown that volatile fission products are relatively unimpor-
tant except at very high fuel temperatures and low pressures. Thus, the
potential effects of these two phenomena are not considered. For very high
ramp rate transients (as would be typical in a loss-of-flow driven transient-
overpower event, for example), the potential effects of fuel vapor pressure
will have to be considered.
The failure criterion used in LAFM is based on a linear 1life fraction

This permits calculating the time and axial location of failure in

unterminated transients as well as estimating the amount of damage done to the
cladding in transients that do not result in failure. The use of this crite-
rion requires that the fuel-cladding boundary pressure and the cladding tem-
perature be calculated.

To calculate the fuel-cladding boundary pressure, the fuel in a typical
axial pin section (Fig. 1) is described by:

ru]e.2

1. a ceytra] hydrostatic region (initi-1 center void and any molten
fuel),

2. an elastic uncracked region,
3. an elastic cracked (closed radial cracks) region, and

4. an elastic cracked (open radial cracks) region.

The relative change in size of these regions as melting, cracking, and crack
closure occur during the transient is calculated. In addition to these radial
cracks,” an initial circumferential fuel crack may be specified to analyze ex-
periments in which such cracks are observed. Previous studies7 have shown
the importance of considering these fuel cracks in TOP analysis.



Currently, inelastic fuel behavior is not explicitly modeled. Fuel
creep, however, is pn*entially a very important mechanism for relieving the

cladding stress . 7 from fuel-cladding differential thermal expansion.
This 1s especially ‘or high fuel temperatures, because recent measure-
ments have shown that high temperature (~2775 K) creep rate of oxide fuel

is about two orders of magnitude higher than would be expected from an extra-
polation of the available low temperature creep data.8 To approximate this
very rapid high temperature creep behavior, the mcdel does include a cutoff
temperature above which fuel creep is sufficiently rapid to be considered
instantaneous relative to the accident time scale of interest. Thus, above
this cutoff temperature the fuel is treated as being strengthless.

For the stress analysis, the cladding is treated as an elastic-plastic
thick-walled cylinder with the plastic behavior described through the use of
the Tresca yield criterion (Y = Og - q). Cladding creep is not considered
in the analysis. The use of the Tresca yield criterion, as indicated, implies
that the hoop stress is the largest tensile stress in the cladding, and that
the axial stress lies somewhere between the radial and hoop stresses. Through
the use of this criterion, a relatively simple solution for the fuel-cladding
boundary pressure 1is obtained even when the strain-hardening behavior of the
cladding is completely arbitrary. Details of this result, as well as other
aspects of the model, may be found in Reference 1.

ITI. ANALYSES OF TRANSIENT OVERPOWER EVENTS IN THE FTR

Previously reported calculations using the LAFM code have concentrated
on the analysis of TOP TREAT tests.l'7 These calculations were intended to
test the reliability of LAFM failure predictions. The results of these cal-
culations, summarized in Table I, show good agreement between measured and
predicted failure times with an average error of 30 ms for the 3%/s transients
and 80 ms for the 50¢/s transients. In this paper, the LAFM code is used to
investigate cladding damage and failure in hypothetical TOP accidents in the
FTR. Initiating ramp rates of 3%$/s, 50¢/s, and 5¢/s are considered.

LAFM 1s capable of discriminating among several fuel microstructures and
their mechanical response and can treat the effects of fluence and burnup;
hence, two distinct fuel pin types (high and intermediate power) are consid-
ered in the analyses, both of which are characteristic of beginning-of-
equilibrium cycle cores. The fuel pins have a peak 1linear heating rate of
39.7 and 32.2 kW/m with burnups of 18.5 and 35 MWd/kg respectively. The sali-
ent characteristics of these fuel pins at steady state operating conditlions
(determined using the SIEX computer codeg) are given in Table II.




TABLE I
COMPARISON OF LAFM PREDICTIONS AND EXPERIMENTAL RESULTS
FOR TOP TREAT TESTS

Observed Predicted Observed Predicted
Failure Failure Max imum Maximum
Time Time Strain Strain
Test (s) (s) (%) (%)
E6 9.18 9.195 * 0.95
H4 6.69 6.68 * 0.46
HUT5-5A - - 0.068 0.072
HUT5-5B8 11.00 11.08 * 0.44
HUT5-3A 8.95 8.80 * 0.12
HUT3-3A - - 0.51 0.57
HOP3-2A - - 0.13 0.15
HOP3-28B - - 0.30 0.26
HUT3-5A - - 0.08 0.06
HOP3-1A - - 0.00 0.03
HUT3-58B 9.74 9.675 * 0.74
*Strain could not be measured because of test pin destruction.
TABLE I1
STEADY STATE FUEL PIN CHARACTERISITICS*
Peak
Linear Peak Radial Center
Heat Peak Cladding Fuel-Cladding Void
Rate Burnup Fluence Gap Radius
(kW /m) (MWd/kg) (x10%2n/cm?) (m) (m)
High 39.7 18.5 3.0 0.0 5.0 x 10-4
Power Pin
Intermediate 32.2 35 6.5 1.9 x 10-6 4.1 x 10-4
Power Pin

*At the axial midplane



The analysis of FTR overpower transients can be divided into two parts:
the analysis of terminated (both primary and secondary trip) transients and
the analysis of unterminated transients. For the terminated transients, pri-
mary trip was assumed to occur at 15% overpower and secondary trip was assumed
to occur at 25% overpower, with a 200 ms instrumentation delaylo in each
case. The resulting power transients are shown in Fig. 2. The use of a life
fraction failure criterion in LAFM makes the code ideally suited for the anal-
ysis of terminated transients. Three separate measures of the safety margin
in the primary and secondary trip settings are then available: time-to-failure
in the unterminated transient, permanent cladding strain, and cladding Tlife
fraction consumed in the transient.

For each fuel pin, a total of nine calculations (three initiating ramp
rates with three degrees of protective svstem response) was performed. For
the unterminated transients, the effect of high temperature fuel creep was
estimated by considering the fuel to be strengthless above 2700 K. For the
terminated transients, however, the effect of high temperature fuel creep was
not included. This provides an exira margin of conservatism (life fraction
will be overpredicted), because fuel creep tends to relieve the cladding
stress. The cumulative 1life fraction and permanent cladding strain were com-
puted as a function of time for each case. The results of these calculations
are presented in Table III (final 1ife fraction) and Table IV (maximum perma-
nent cladding strain).

IV.  DISCUSSION OF TERMINATED TRANSIENTS

Tables III and IV show that, for all combinations uf dinitiating ramp
rata and fuel type, both the primary and secondary trip settings lead to a
negligible amount of cladding damage being calculated during the transient.
In each case, no permanent cladding strain is calculated and the maximum
cladding life fraction is calculated to be on the order of 1077 (failure
occurs when the 1life fraction equals 1.0). Furthermore, the small Tife
fraction that is calculated in each case peaks at the top of the pin, indica-
ting that the cladding stress at the axial midplane resulting from fuel-
cladding differential thermal expansion is relatively small. In that case,
the axial 1ife fraction distribution is strongly dominated by the axial
cladding temperature distribution. Because tnis peaks at the top of the pin,
the cladding 1ife fraction also peaks at the top of the pin.

The third measure of the safety margin in the overpower trip settings is
the incremental time from reactor scram (including 200 ms instrumentation
delay) to the calculated failure time in the unterminated transient. As shown
in Fig. 2, primary trip occurs at ~3 s into the 5¢/s transient, and secondary



LIFE FRACTI

TABLE III
ON CONSUMED DURING TRANSIENTS

Peak Life Fraction

Primary Secondary

Trarsient Trip Trip Unterminated*
High 3§/s  3x10710 ox10~10 0.62 s {.86)
Pewer 350¢/s 6x10~10 1x10™ 2 3.15 s (.64)
Pin 5¢/s  1x10” 2 3x10” ? 21.6 s (.64)
Intermediate [3$/s  8x10710 9x10710 0.61 s ( 75)
Power 50¢/s  8x10710 8x10~10 3.47 s (.58)
Pin 5¢/s  9x10710 2x10~ 9 29.5 s (.58)
*Failure time (relative axial location - X/L)

TABLE IV

PERMANENT CLADDING STRAIN RESLLTING FROM TRANSIENTS

Peak Permanent Strain (%)
Primary Secondary
Transient Trip Trip Unterminated
High 3%/s 0.0 0.9 0.38
Power 50¢/s 0.0 0.0 0.12
Pin 5¢/s 0.0 0.0 0.10
Intermediate (3%/s 0.0 0.0 0.18
Power )50¢/s 0.0 0.0 0.05
Pin 5¢/s 0.0 0.0 0.04



trip occurs at ~6 s into the transient. Since pin failure in the unterminated
5¢/s transient (for the high power pin, for example) is not calculated to
occur until 21.6 s, this provides a time-to-failure safety margin of 18 s and
15 s for the primary and secondary trip settings, respectively. Similarly,
time-to-failure safety margins of 2.75 s and 2.6 s for the 50¢/s transient and
.385 s and .32 s for the 3$/s transient are calculated. The only terminated
transient that was calculated to come close to resulting in cladding damage is
the 3%/s transient terminated by secondary trip. For the $3/s case, secondary
trip occurs at 260 ms into the transient. This is only ~10 ms before fuel-
cladding differential thermal expansion near the axial midplane results in a
small value of permanent cladding strain being calculated (in the unterminated
transient). The calculated peak life fraction at that time, however, is still
very small ( ~10’6).

V. DISCUSSION OF UNTERMINATED TRANSIENTS

For the analysis of unterminated overpower transients, the important
calculated results, the time and axial location of pin failure, are presented
in Table I1I for both the hign and intermediate power pins. Before discussing
these results in detail, it is instructive to consider the differences between
the two pins that would affect the calculated time and axial location of fail-
ure. The most obvious difference is, of course, the initial pin power and
temperature. The Tlower power and initial temperature in the intermediate
power pin means that it will take longer fo. that pin to heat up significantly
during a transient . Thus, for any given transient, fuel melting would start
later, and the cladding would be stronger (cooler).

Aside from the initial pin power and temperature, the two key parameters
are the initial fuel-cladding gap and the cladding fluence. Because the ini-
tial fuel-cladding cap in the high power pin is much smaller than in the
intermediate power p1n, fue] c]add1ng differential thermal expansion should be
more 1mportan+ in fhe h1gher power pin® Teading to earlier and lower failure.
However, the cladding fluence is mrch higher in the intermediate power pin
(peak value of 6.5 n/cm2

in the intermediate power pin versus 3.0 n/cmé in

the high power pin). Thus, earlier failure is expected in the intermediate
power pin, because the higher fluence cladding is considerably weaker.

The foregoing discussion points out the difficulty in making intuitive
conclusions about the relative pin failure behavior of different fuel pins.
Because there are many competing factors that influence pin failure, a mechan-
istic calculation is needud to determine how these various factors interact.



Several conclusions can be drawn from the unterminated transient results
in Table III. One very noticeable aspect of these results is the lower axial
failure location in the intermediate power pin. This demonstrates the greater
importance of fuel-cladding differential thermal expansion (at the time of
failure) in the intermediate power pin. In the high power pin, the tempera-
ture distribution is such that less fiel-cladding differential thermal expan-
sion is calculated. Thus, in the high power pin the (assumed) axially uniform
pressure in the c~ntral hydrostatic region is more important (at the time of
failure), and failure is shifted towards the hotter region near the top of the
pin.

The other dominant aspect of these results is the higher failure loca-
tion in the faster transient. The 50¢/s transient and especially the 5¢/s
transient are sufficiently slow for the coolant flow to keep the cladding tem-
perature low enough for differential thermal expansion to be important. In
the 3%/s transient, however, differential thermal expansion is important only
early in the transient. If failure does not occur at that time, the cladding
and coolant temperature incrz2ase very rapidly (relative to the ability of the
coolant flow to cool the cladding). In that case, the high cladding tempera-
ture minimizes the importance of fuel-cladding differential thermal expansion,
and fission gas pressurization becomes the dominant failure mechanism. This
shift in failure mechanisms can be seen by looking at the axial life fraction
distribution in the 3%$/s transient prior to the time of failure. For the high
power pin, for example, the peak life fraction at 10 ms prior to failure
occurs at an axial height of X/L = .64 even though failure is eventually cal-
culated to occur at X/L = .86.

VI.  CONCLUSIONS

The previous two sections demonstrate the usefulness of the LAFM code
for the analysis of both terminated and unterminated overpower transients.
With the LAFM code, it was possible to show that 3%/s, 50¢/s, and 5¢/s tran-
sients terminated by the secondary trip point (25% overpower) result in negli-
gible calculated cladding damage. The analysis of the unterminated transients
indicates how the competing failure mechanisms of fuel-cladding differential
thermal expansion and fission gas pressurization interact to determine the
failure location.

Several unique features of the LAFM program make it ideally suited for
analyses such as these. The program is capable of treating adequately both
the effects of fluence and burnup and the mechanical effect of various
microstructures. The use of the life fraction failure criterion makes



possible for the first time the accurate evaluation of cladding damage in
transients terminated short of failure.

10.
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(1) Hydrostatic Region

(2) Uncracked Solid Fuel

(3) Cracked Fuel (Closed
Radial Cracks)

(4) Cracked Fuel (Open
Radial Cracks)

(5) Cladding

Fig. 1.
Fuel pin characterization.
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~ Fig. 2.
Hypothetical FTR power transients.



